Best.Menge| Bestell-| ab ab ab ab ab |Status
Abmessung| Nr. 100 250 500 | 1000 | 5000

M3x6 [PT3062] 597 4,52| 3,43] 2,74 2,08] L
M3x8 ([PT3082] 6,38] 4,71 3,56 3,07] 233[ L
M3x10 [PT3102] 6,94 5,01 3,80] 3,21] 2,44| L
M3x12 [PT3122] 7,53 5,54 4,20 3,47 2,68/ L
M3x15 [PT3152| 8,42 6,21| 4,71 3,64] 2,77] L
M3x16 [PT3162| 8,42 6,21| 4,71 3,64] 2,77] L
M3x20 [PT3202] 9,65 7,10 538 4,32] 299 L
M3x25 |PT3252( 10,89 8,03 6,08] 4,71 3,25 L
M3x30 |PT3302{ 13,61| 10,04] 7,61 5,88 497 L
M4x6 [PT4062| 6,32 4,78 3,63] 2,74 2,08] L
M4x8 ([PT4082] 6,88] 521 3,95 3,071 233[ L
M4x10 [PT4102| 7,44 5,63] 4,26] 3,21 2,44| L
M4x12 [PT4122] 8,00f 6,06 4,59] 3,47] 2,68/ L
M4x15 [PT4152] 8,20 6,21| 4,97] 3,64] 2,77] L
M4x16 [PT4162| 8,87 6,72 5,10] 3,64] 2,77] L
M4 x20 [PT4202] 10,28 7,79] 590] 4,32] 2,99 L
M4 x25 [PT4252| 11,74 8,89 6,73] 4,71] 3,25 L
M4 x30 [PT4302] 13,31 10,09] 7,64] 5,10 3,52 L
M4 x35 [PT4352] 15,29] 11,58 8,78 5,97] 3,80 L
M4 x40 [PT4402| 16,97 12,86 9,74 7,01] 4,67] L
M4 x50 [PT4502| 21,79 16,51 12,51] 8,89] 7,53] L

M5x8 ([PT5082] 7,57 573] 4,34 3,19] 242 L
M5x10 [PT5102] 8,49] 644 4,88 3,63] 2,76 L
M5x12 [PT5122] 10,06] 7,62 577 3,85 293 L
M5x15 [PT5152] 10,83] 8,20 6,37 4,71] 358 L
M5x16 [PT5162] 11,96] 9,06 6,86 4,71] 3,58 L
M5x20 [PT5202] 13,51] 10,23 7,75 5,201 3,95 L
M5x25 [PT5252] 15,51 11,75 891 5,85] 441 L
M5x30 [PT5302] 17,30] 13,10 9,93 6,47] 490 L
M5x40 [PT5402] 20,90] 15,83 12,00f 8,35 6,31 L
M5x43 [PT5432] 26,05 19,73] 14,95 10,40] 7,86 L
M6x 8 |PT6082( 9,65 7,31 554 4,36] 332] L
M6x10 [PT6102] 10,10] 7,66 5,80 4,36] 3,32 L
M6x12 [PT6122] 10,95] 8,29 6,28 4,68] 3,56[ L
M6x15 [PT6152] 12,55] 9,50 7,20 5,34] 4,06( L
M6x16 [PT6162] 13,01] 9,85 7,46 5,34] 4,06( L
M6x20 [PT6202] 15,73] 11,92 9,04 6,01] 456( L
M6x25 [PT6252] 17,90] 13,56 10,27 6,83] 519 L
M6x30 [PT6302] 21,18] 16,04 12,16 8,53] 589 L
M6x35 [PT6352] 24,04] 18,21 13,79 9,17] 6,25 L
M6x40 [PT6402] 29,07] 22,02 16,68 10,86] 7,18 L
M6 x50 [PT6502| 35,17] 26,65 20,18 13,13] 8,68 L
M8x16 [PT8162| 23,80] 19,44 15,08 12,02] 7,33 L
M8x20 [PT8202] 27,15] 22,12 17,09 13,65] 8,32 L
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